


» OVERALL FEATURES

•	 One worker remote-controlled operation. 

•	 Front end panel system that efficiently restricts the boar’s view, 
to focus the boar’s attention on one sow at a time, for optimized 
snout-to-snout contact. 

•	 Designed for maximum labor/boar safety (split second start/stop 
for maximum safety).

•	 Back door adjustable to boar size. 

•	 Can be washed down with high pressure hose. 

•	 Heavy duty drive and mechanical components. 

•	 Flat proof tires: silicone-filled.

» STAINLESS STEEL

•	 Sturdy stainless steel cart structure. 

•	 Fits most barn alleys; turns 24” x 36” (61 cm x 92 cm) 
corners; only available in 23” model (59 cm). 

•	 Works best over unaccidented alleyways. 

•	 Optimal forward/backward operation. 

•	 Double central articulation for increased manoeuvrability.

•	 Brake/glider steering + bottom roller system for increased 
performance in wide alleys.

Weight:	480 lb (218 kg)	Length:	65” (165 cm) 
Width:	 23” (59 cm)	 Height:	61 1/2” (156 cm)

» GALVANIZED

•	 Sturdy galvanized steel cart structure. 

•	 Fits any barn alleys; turns 24” x 24” (61 cm x 61 cm) corners; 
available in 20” (51 cm) or 22” (56 cm) models. 

•	 Works best over accidented alleyways and steep ramps. 

•	 Optimal forward operation. 

•	 Single central articulation combined with slick multiple 
front/rear end hinging system for maximum manoeuvrability 
around tight alley corners.

Weight: 499 lb (227 kg)	Length:	62”(158 cm)  
Width:	 20” or 22” 	 Height:	62 5/16” (160 cm)  
	 (51 or 56 cm)
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SPEC SHEET

The vanguard of pig reproduction
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